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Description 
KEM BRICKLINE 10 jointing compound a bricklaying 
mortar is made from a special combination of 
cement, graded sand and additives. It is generally 
applied at a thickness of 3mm, being a pre- mixed 
mortar, it is easy to use & always consistent in 
performance.  
 

Uses 
▪ KEM BRICKLINE 10 jointing mortar is a 

versatile thin jointing material for laying AAC 
blocks, fly ash bricks, concrete blocks etc. It 
replaces conventional sand & cement-based 
mortar. 

▪ It provides a thin but much more durable bond 
between blocks than the conventional mortar.  

 

Advantages 
✓ Pre – mixed mortar requires, only water to be 

added at site. 
✓ Thin section joints & excellent adhesive & 

compressive strength ensures better masonry 
strength & load bearing capacity.  

✓ No need for curing with water 
✓ Easy to mix and apply  
✓ The actual quantity required is much less than 

conventional mortar making it a economical 
choice.  

✓ Seepage & water percolation through joints is 
negligible due to excellent bond between 
masonry & mortar. 
 

Typical Properties 
Appearance : Free flowing powder 
Colour    : Grey 
Water to Cement Ratio: 0.18 – 0.22 
Workability  : Very good 
Hard Dry : 20 - 24 hrs 
Pot Life   : 2- 2.3 hrs @ 250 C   
Tensile Adhesion 
 Strength @ 28 Days: 0.4 – 0.6 N/sq. mm 
 

Direction for uses 
Take approximately 18 to 22 % water in mixing 
bucket than add slowly under stirring KEM 
BRICKLINE 10 powder. Uses slow speed drill and 
paddle (500 to 700 rpm) to ensure uniform mixing 
and good consistency.  

Start placing the first layer of masonry units after 
giving due consideration for openings & 
architectural requirements.  
Apply a thin layer uniformly at 3-4 mm thickness 
on the cleared & leveled surface of masonry units 
using proper trowel. 
After this place the next line of masonry units on 
the evenly applied jointing mortar bed. Each 
masonry unit shall be properly placed & set in 
position by gently pressing with the trowel handle. 
After placing the first unit the jointing mortar of 
same thickness shall be applied on both sides of 
the units. Ensure that the levels and line is 
maintained. 
For better adhesion it is recommended to coat the 
inside faces of masonry unit with mortar prior to 
laying the mix unit and pressed against it.  
 

Packaging 
25 kg PP laminated bags 
 

Coverage  
KEM BRICKLINE 10 covers 2.75 to 3.25 sq. mtrs in 
normal condition with average thickness of 3 mm 
for a bag of 25 kg for blocks size 600 X 200 X 
150mm. The coverage area however will depend 
upon the quality & evenness of the substrate, 
thickness of joints and size of masonry units. 
 

Storage and Shelf Life 
Storage: Jointing mortar should be stored in a dry 
place for better results.  
Shelf Life: 6 months from date of manufacturing in 
original packing when stored in above conditions.  

Precautions 
Though jointing mortar contains no toxic materials, 
still care should be taken to avoid dust inhalation 
while mixing and handling. In case of contact with 
eyes or face, wash with plenty of clean water. 
Persons who are allergic to cement should take 
proper precaution before use.  

Technical Service 
Chembond has established itself in various fields 
based on its dependable technical service. For this 
purpose, we maintain a well-equipped laboratory 
for research & quality assurance of all products. 



 

KEM BRICKLINE 10  
Ready to use Brick / Block Laying Mortar  
 

 
Chembond Chemicals Limited 
Chembond Centre, EL-71 Mahape MIDC,  
Navi Mumbai 400710. INDIA. 
T: (+91 22) 62643000-03 • F: (+91 22) 2768 1294 
www.chembondindia.com 
enquiries.conschem@chembondindia.com 

Ref. CR/MR-V3-1017 

Our experienced personnel are always on call and 
would always be available for product 
demonstrations and product performance 
monitoring. 

 


