
 

 

KEM MRA 2 
Water Based Mould Release Agent 

Ref. ST/DA-V2-0712 

Description 

KEM MRA 2 is a careful mixture of natural organic 
compounds, supplied as a milky white thick liquid. 
As KEM MRA 2 does not contain any volatile 
organic compound i.e. 0 % VOC  

Uses 

 As a form release agent on metal, wood 
plastic, and fiber glass forms. 

 On pans and tubs for roof and column work.  

 On concrete moulds, overlaid plywood, and 
fiber glass,  

 On scoot-crates and hoist buckets 

 KEM MRA 2 will ensure fast clean-up if applied 
daily.  

Advantages 

 Non-staining and economical. 

 KEM MRA 2 eliminates expensive form 
cleaning. 

 Can be used on all types of formwork. 

 Ensures good fair-faced concrete, 

 Does not corrode of steel formwork. 

 Faster clean-up. 

 Being water based, it is non-flammable and 
eco-friendly.   

Typical Properties 

Specific gravity: 0.98 @ 25oC. 

Non-staining: Does not stain concrete and can be 
used safely with white cement. 

 

Direction for use 

Surface preparation: Any traces of materials 
adhering to surfaces including previous oil 
deposits, must be removed prior to use. 

Mixing:  Roll the drums containing KEM MRA 2 
prior to use. For application mix 1 volume of KEM 
MRA 2 with 5-8 vols. of clean water. Mix well to 
ensure homogeneity. 

Application: Apply by brush sponge or 
conventional mould oil sprayer.  

KEM MRA 2 should be applied evenly on all the 
required area as one continuous film. At 25o C,   
concrete may be casted within 1 hour on plywood 
and 2 hours on metal or plastic forms. 

Precautions: Excessive application is uneconomical 
and can lead to excessive surface dusting. All non-
absorbent surfaces require only a single coat 
application. New unsealed timber/plywood forms 
should be recoated if the delay period is in excess 
of 48 hours. After use the formwork should be 
cleaned of any excess dust prior to re-coating with 
KEM MRA 2. 

Corrosivity  

 Non Corrosive 

Packaging 

 200 litres 

Coverage 

50 to 150 m2 / litre depending upon porosity and 
texture of mould surface. 

Storage and Shelf life 

Protect from frost. Stir well before use.  

Shelf life: Minimum 12 months when stored  

Technical Service 

Chembond has established itself in various fields 
on the basis of its dependable technical service. 
For this purpose, we maintain a well equipped 
laboratory for research & quality assurance of all 
products. Our experienced personnel are always 
on call and would always be available for product 



 

 

demonstrations and product performance 
monitoring. 

Safety precautions 

Fire: Water based material, hence non-flammable. 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Chembond Chemicals Limited 

Chembond Centre, EL-71, MIDC,  
Mahape, Navi Mumbai, India 400 710.  
Tel.: +91 22  39213000 , Fax: +91 22 39213100 
website: www.chembondindia.com,  
e-mail: enquiries.conschem@chembondindia.com 

 

Limitation of Liability: 

This information is based on our current level of 
knowledge. It is given in a good faith but it is not 
intended to guarantee any particular properties. The 
users must satisfy themselves that there are no 
circumstances requiring additional information or 
precautions or he verification of details given herein. 


